
52 INCH SOLID WOOD CEILING FAN WITH LIGHT

USE AND CARE GUIDE

CEILING FAN    19144
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1.install remote control receiver

receiver

1.Connect the receiver wire to the fan motor.
And place the receiver in the indicated position.
as the picture shows.
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Receiver

2.Connect the other end of the receiver.
  Wiring diagram reference next page.
3.

Lock the peripheral 4 screws.
Attach fan motor onto mounting plate.

    

Semi perspective drawing

Parallel viewing angle

1.Connect the receiver wire to the fan motor.
    And place the receiver in the indicated position.
    as the picture shows.
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Remote Control Wiring Diagram
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Blade and Light PartsInstallation-

1.Installation the blades
Total 3 blades,6 screws

2.Installation the light kit.
Total 3 screws.

3.Connect the wires of the fan 
  and light kit.

4.Installation the lamp cover
   on the light kit..

Arrow direction as shown



Fan Stop Light ON/OFF
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Put the clip in the center of a blade. 
Turn on the fan and, if the rolling 
persists, put the clip in another blade
until the roll is reduced. It will be the 
blade that will need the counterweight.

Place the clip on the blade that needs the
counterweight and try the best place to
place it, from the center to the tip of the
blade, until the wobble disappears.

Glue the counterweight to the height of the
clip on the surface of the blade. Remove the
clip and test the fan. If you keep staggering,
put another counterweight. If it gets worse,
try another better area to place it.

Fans Balance
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